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Features

* 600 TV Line Resolution

* True Waterproof (IP68)

* 1/3” Sony Super HAD CCD |l

* Day and Night Function

* 0.1Lux at F1.2 (Color) / 0.01Lux (B/W)
» 2DDNR (2D Digital Noise Reduction)
* Controlled by OSD Menu
 Electronic Shutter Control(ESC)

* Privacy Function

* Motion Detection

» Easy Installation & 3-Axis

Units : mm

Dimensions

Vandal Dome Camera

Specifications
MODEL | va622
Resolution 600 TV Lines
Sensor 1/3 inch SONY Super HAD CCD Il
TelEes 811(H) x 508(V) 410K pixels (NTSC)

795(H) x 595(V) 470K pixels (PAL)

Effective Pixels

768(H) x 494(V) 380K pixels (NTSC)
752(H) x 582(V) 440K pixels (PAL)

Scanning System

2:1 Interlace

S/N (Y signal) More than 50 dB (AGC off)

r Horizontal - 15.734KHz / Vertical : 59.94Hz (NTSC)
(EQUIeNCY Horizontal - 15.625KHz / Vertical : 50.00Hz (PAL)

Video Output CVBS : 1.0Vp-p/ 750hm

Min. lllumination

0.1Lux at F1.2 (Color) / 0.0Lux(B/W)

White Balance ATW / AWC / PUSH / MANUAL Adjustable
g | ML 00
0S.D Built-in

Backlight Compensation OFF /BLC / HLC Selectable

AGC (Auto Gain Control) LOW, MIDDLE, HIGH, OFF Selectable
2DDNR(2D Digital Noise Reduction) | ON / OFF

Day & Night AUTO/ COLOR / BW / EXT

Motion Detection ON / OFF (Motion size : 28 x 15, 4 AREA)
PRIVACY ON/ OFF (8 Zone)

Image Conversion ON/ OFF

Sharpness Adjustable

Operating Temperature / Humidity | -10°C ~ +560°C /30% ~ 80% RH
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Storage Temperature / Humidity

-20°C ~+60°C /20% ~ 90% RH

Power

DC12v

Lens

Fixed Lens 3.6mm

Model Selection
* V3622V :2.8-12mm AVF

Lens

* V3 622FV : Filter Change 2.8-12mm AVF Lens

* V3 624V : Dual Voltage, 2.

8-12mm AVF Lens

* V3 624FV : Dual Voltage, Filter Change 2.8-12mm AVF Lens
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